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MAXIMISE YOUR POTENTIAL SMASH YOUR WORKOUT

Whilst whey protein is commonly used by fitness 
enthusiasts and athletes, it can also be used to promote 
optimal health, increase satiety and is a rich source of 
glutathione - a powerful health-boosting antioxidant.

Our Whey is natural, non-denatured, 
and contains no artificial flavours, 
colourings or sweeteners. 

Our whey protein powder is low in fat and high in 
protein, and can be used to increase lean muscle 
mass, enhance exercise performance and assist 
with weight management.

RICH IN HEALTHY 
ANTIOXIDANTS

NO COLOURINGS
OR SWEETENERS

LOW IN FAT & 
HIGH IN PROTEIN

CHOCOLATE
FLAVOUR

Nutritional Information

Average Values Per 100g Per serving

Energy1789kJ545kJ

Fat9.4g2.8g
of which saturates 3.9g 0.9g

Carbohydrate80g24g
of which sugars 51g 45g

Fibre3.2g3.2g

Protein1.4g0.8g

Salt0.3g0.1g

Ingredients: Whey Protein Concentrate, Natural Vanilla 
Flavour, Xylitol, Whey Protein Isolate, Whey Protein 
Hydrolysate, Xanthan Gum, L-Glutamine, Organic Stevia 
Leaf Extract.
Contains milk and soy.
Not manufactured with wheat, gluten, egg, fish, shellfish 
or tree nut ingredients. Produced in a GMP facility that 
processes other ingredients containing these allergens.
Note: Use this product as a food supplement only. Do 
not use for weight reduction.
Xylitol is harmful to pets; seek veterinary care 
immediately if ingestion is suspected. Learn more about 
pet safety.

SKU: NK 0234
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Seal area: No problem to run through print 
but no small text as you can get slight 

distortion. Certain colours can change at the 
seal.

When bag is sealed the top part of the gusset is no 
longer visible. Do not place critical text / artwork 

below bottom seal area
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Tear Notch: Don’t have any critical text at the tear 
notch and area being removed. A scissor cut line can 
only be added to the front or back, not both. Other-

wise they may not line up.

Resealable Zipper: Would not recommend 
any critical text, under seal area. Although 
worth pointing out feature to consumer.
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The conversion machine, like all machines will have tolerances. It's not 
uncommon to see +/- 2mm up/down and left and right on each impressions. 

See below recommended guidelines to consider whilst doing the design.

ARTWORK POSITIONING GUIDELINES
STANDARD POUCH - TOLERANCES

Movement Left

Movement Up Movement Down

2 OF 6
PAGE

STANDARD POUCH - TOLERANCES

Movement Right

Due to movement within the machine the pouch artwork can 
seem misaligned in any direction so bleed can be added.
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Front window, not too 
low or high.

Avoid postioning too low as 
crumbs are likely to show 

depending on product.

Don’t position too high as may not see 
the contents. Also if you place window 
over the zipper you will see the zipper 

profile. 

If the window wraps around the pack, please
be aware you will see the seal areas. 

Product windows can play a vital role in your design. Think about the postioning
and what will and will not work.  Never place a window within a seal area. 
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STANDARD POUCH - WINDOW POSTIONING
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If laminate is clear, not so visible. If foil substrate again very visible. If white on dark background very visible.

Possible overlap or gap within the repeat printing process.
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STANDARD POUCH - PLATE JOINS

When printing digitally there can be a visible gap or overlap when the artwork 
repeats. Normally we allow a 1mm cut back on each edge of design.
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Spouts: Do not include any critical text in the 
spout area. Spout will not always be flush and 

requires tolerance of +/- 1mm movement.

Valve: Minimal distortion to artwork 
but avoid any critical text.

5 OF 6
PAGE

With movement during conversion, a small 
stepped tab can occur during the production 

of round corners.

Euroslot: Don't have any critical text at 
the euroslot area that will be removed 

during production.






